The transparency
and imaging of
the best planar
speakers
The dynamics and
low distortion of
the best big horns
The tonal balance
of the best
monitors
The efficiency
you need to
use almost any
amplifier
The authoritative
bass of a big cone
woofer
Distributed by:
All of this in a
coherent sound
like a single widerange transducer

FULL
RANGE
RIBBON
LOUDSPEAKERS

There are two Italian words
that sound very similar:

Italian design

DIVERTI means enjoy, give
joy, fun and happiness while
DIVERSI means different,
made in a different and
unusual way.
We feel and give joy and
wonder doing things in a
different way.
For this reason we make
loudspeakers in a different
and non-conventional way:
no cone woofer, no dome
tweeter, no horn loaded
midrange, no box, neither
closed nor vented.

Michelangelo
Caravaggio

Our mission is to make
loudspeakers that can
touch your soul by giving
the same emotion of a great
live performance.

Botticelli
Tintoretto
Our smallest size model was not
designed to be cheaper: all
components are the same as in
the bigger models, only the size
is smaller to fit into smaller size
rooms, from 15 sqm to 50 sqm.

The best is in the middle (“In
medio stat virtus” the Romans
used to say) so in normal
size rooms, from 25 sqm to
100sqm we recommend our
BOTTICELLI model.

Our CARAVAGGIO model is
very exclusive and is made on
request only. It is a 4 panels
design (2 each channel) using
3 ways like all our models
(Woofer, mid-tweeter and
super-tweeter) on one panel
per channel and a ribbonplanar Sub-Woofer on the
other two panels.

We believe that size matters in
sound reproduction. Our top of
the line MICHELANGELO model
is very exclusive and is made
on request only. It is a 6 panels
design (3 each channel) using 3
ways as all our models (Woofer,
mid-tweeter and super-tweeter)
on one panel per channel and a
ribbon-planar Sub-Woofer on the
other two panels per channel.
It’s recommended for rooms from
100 sqm to 400 sqm.

TINTORETTO

BOTTICELLI

CARAVAGGIO

Speaker heigth (mm)

1440

1770

2030

MICHELANGELO
2030

Baffle width (mm)

580

640

550+550

550+550+550

Transducers height (mm)

1090

1420

1670

1670

Number of Woofers

1

1

1

2

Woofers width (mm)

280

320

360

360

Woofers surface (cm2)

12024

3052

4544

6012

Reference sensitivity (dB)

93

94

96

96

Weight (Kg)

80

120

120+120

120+120+120

